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            Special boiling point products

      
  
       (Boiling range 35–140 °C)

Special boiling point products are mixtures of paraffinic and naphthenic hydrocarbons with a very low aromatic content, typical value < 50 ppm. By using suitable raw materials and hydrogenation processes, we are able to produce these products with only a mild odour. By varying the naphtenic content we can adjust the solvating properties.

Primary applications/processes:

	Solvents for the printing inks industry
	Solvents and thinners for the paints and lacquers industry
	Solvents for rapid-drying adhesives
	Solvents for adhesive tapes, adhesive plasters and rubber (e.g. tyres)
	Cleaning and degreasing agents
	Auxiliaries for textile processing
	Extractants for the chemicals, pharmaceuticals, cosmetics and food industries (for the extraction of aromatics, vegetable oils and fats, etc.)
	Component in the production of impregnating agents and as a reaction medium (e.g. in polymerisation)

  
  
  






            Product attributes

      
  
  	Product	Density at 15 ºC [g/cm³]	Boiling range [ºC]	Aromatics [ppm]	Benzene [ppm]
	Iparsol 60 (iso-Hexane)	0.658-0.670	53-63	-	≤ 50
	Iparsol 90 (iso-Heptane)	0.690-0.695	86-93	≤ 50	≤ 10
	Hexane PE	0.670-0.680	64.5-69.5	-	≤ 5
	Hexane pharm.	-	-	-	≤ 5
	Hexane tech.	0.665-0.675	64-70	-	≤ 50
	Hexane Extraction	0.665-0.675	64-70	-	≤ 5
	Hexane Polymerisation	0.665-0.675	65-70	-	≤ 50
	Heptane B EA	0.690-0.710	92-99	≤ 100	≤ 10
	Special boiling point product 60/95 EA	0.675-0.690	60-98	≤ 100	≤ 50
	Special boiling point product 60/95 EA naphthenic	0.685-0.705	60-98	≤ 100	≤ 50
	Special boiling point product 70/110 EA	0.694-0.699	70-113	≤ 200	≤ 50
	Special boiling point product 80/110 EA	0.700-0.715	80-113	≤ 200	≤ 50
	Special boiling point product 100/125 EA	0.725-0.745	100-125	≤ 500	≤ 50
	Special boiling point product 100/140 EA	0.725-0.748	100-142	≤ 500	≤ 50
	Special boiling point product 100/160 EA	0.730-0.760	100-160	≤ 500	≤ 50
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            Safety data sheets

      
  
  	
      	        Iparsol 90 (iso-Heptane)
              









        
  
      Further information
  
  
  



    
      


                

              
                      
                                
        

      
      
                        
            
              



  
  Skip navigation

  
	Privacy Policy
	General terms & conditions
	Legal terms



   



            

          
              
    


      
  






















